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Physical Data   
Total Thickness  180µm (± 20) 
Weight  340g/M2 (±20) 
Whiteness  [80, 90] 
Gloss 60º  [3, 8] 
Opacity  100% 
Water Resistance  Middle-high 
   
Magnetic Data   
Lifting weight  ≥ 3.5 g/cm2  
  Condition: the standard test tool is isotropic rubber 

magnet 0.7mm (holding strength is about 
40g/cm2), test equipment is Tensile Strength Tester. 

   
Adhesion Data   
GB/T 27972-1998  180 degree, adhesion to stainless steel 
30 minutes RT  3.2 N/cm 
   

 

Metallised matte white PET face film is magnetically receptive to MAG5-SA due to the ferrous content of this 
film. Matte white face surface with a matte black rear provides optimum opacity and blackout properties. 
AJF-MAGPAP is compatible with most print platforms including Latex, UV-curable and Solvent printers. An 
ideal solution for promotional point of sale advertising where graphics require regular changes. 

Magnetic Matte White 0.18mm Ferrous Receptive Film 

Surface: Matte white PET film 
Application: Point of sale and internal promotions 

Characteristics: 

• Easy to apply, remove and change 
• Remove without leaving residue 
• Anti-rust 
• Weather resistance 
• Durable indoor display 

 
Storage: Avoid sunlight. Temperature 10ºC to 35ºC, relative humidity 20% to 70%. 

Shelf Life: 12 months under storage condition. 

Roll width availability: 1370mm and 1626mm 

Roll length availability: 30m and 50m 

Printing:  Compatible with Solvent, Latex, UV-curable and screen-printing platforms 
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