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Specialty Products – 210gsm Matte White PP Coated Poster 
Paperpropylene Film 
230mic matte white PP coated poster paper is ideal for graphic production where high quality fine resolution 
images are required. This PP coated paper provides rapid drying and true high definition print results.  
Compatible with UV, Latex and eco-solvent print platforms. AJP-PP210M provides excellent water resistance. 
This poster paper is ideally suited to point of sale applications as well as printed exhibition graphics. 

Description 

Surface: Matte white  
Application: Posters, photos and displays for exhibitions, point of sale and advertising. 

Characteristics: 
• Produces vivid colour 
• High density 
• Strong durability 
• High resolution and contrast 
• Quick drying 
• Water resistance 

Thickness: 210 microns 

Roll width availability: 1370mm and 1524mm 

Roll length availability: 30 lineal metres  

Printing:  Eco-solvent, UV curable and Latex print platforms 
 

Face Stock:  Representative Data  Test Method 
Coated  1 Side  - 
Base Thickness (µ/SFC)  218 ± 8 Microns / 228 ± 8 GSM  Micrometer 
Coating Thickness (µ/SFC)  30 Microns Avg  Micrometer 
Uniformity of Coating Thickness  3 Microns Avg  Micrometer 
PH – Value  6    ̃7  PH Meter 
Characteristics     
Ink Application  Solvent Ink   

Optical Density  
C – 1.19 M – 1.12 Y – 0.75 K – 
1.42  Light off / on 

Dry Time (min.)  3 / CMYK100   
Bleeding  Nil   
Curing (cm)  0.2   
Water Resistance  Waterproof   
Dimensional Stability  Very Good   
Humidity Resistance  Good   
Coating Method  Comma Knife   

 
 
 
 
 


