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Writeable Film - 140mic Dry Erase Film

Description
140mic gloss clear oriented polypropylene film coated for resistance to white board markers as well as many
water-based and solvent based coatings. Carries solvent based gelatin adhesive.
AJF-392DRYERASE can be used as an anti-graffiti film in undercover or internal applications. Not
recommended for long term external applications. Film is mainly used as a laminate for whiteboard
applications. Due to resistant coating this film is not suitable for printing. However, print can be achieved
onto white base film and AJF-392DRYERASE used as a laminate.
Surface: Gloss clear
Application: Anti-graffiti film to laminate digital prints and white-board applications
Characteristics:

e Anti-graffiti coating

* UV stabilised

e Low shrinkage

* Dryerase

*  Optimum clarity
Thickness: 140 mircons
Roll width availability: 1370mm and 1520mm
Roll length availability: 30 lineal metres

Printing: Not suitable for printing and screen printing.

Composition Polypropylene film, adhesive & release paper
Surface Treatment Anti-graffiti coating

Gloss Level 150 Degree/60° Angle (ISO 2813)

Release Liner 100gsm single PE coated

Adhesive Type Clear solvent based acrylic PSA, permanent

Film 40 micron

Thickness Liner 100 micron

- MD (3.0) down - 25
Shrinkage CD (1.5) down - 1.1 (%)
Wet Tension 39 (dyne/cm)

MD (11)up -13

Tensile Strength CD (24) up - 26 (kg.mm)
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